AN 358020

Thank you for choosing PW Front Drive Brackets for your LS build. Following these simple instructions will

provide you with years of trouble-free service,

The 358020 is designed to be used with the following (not included):

Q) '99-"13 Truck/SUV or 2010-2015 Camaro harmonic dampet/balancer

) '99-13 LS truck power steering pump (PW#360880BK) and GM #19421487 or equivalent
(eg. Cardone 3P-25160) pulley

C) '99-'13 AD230 or AD244 LS truck alternator (AD230 PW#360595/695/795 or AD244 360590/690/790
or other with 5.46" mount bolt spacing. NOTE: AD230 recommended on applications with raised rail heads
andjor tall valve covers.

d) Dayco 89338 (or equivalent) passenger side idler (if not A/C equipped)

e) 78.5" length (without A/C) serpentine belt (depending on altermnator pulley sizes)

Included in Kit - Parts Checklist:

(1) Inner Bracket Popular Applications

(1) Outer Bracket 70-81 Chevrolet Camaro

1) Idler Bushing 65-70 Chevrolet Impala
1) Idler Pulley (Dayco 89007 or equivalent) 64-67 Chevrolet Chevelle
1) Thick Washer (for idler pulley)

3) M10x1.5 Flange Nufts

(2) M10x1.5-16mm Flange Bolts*
*Note 16mm bolts replace studs on rear of P/S pump

(T) M10x1.5-30mm Flange Bolt

(T) M10x1.5-35mm Flange Bolt

(T) M10x1.5-40mm Flange Bolt

(T) M10x1.5-60mm Flange Bolt Alternator

(2) M10x1.5-80mm Flange Bolts (2) M10x1.5 Flange Nuts

(4) M10x1.5-120mm Flange Bolts (2) M10x1.5-80mm Flange Bolts

(3) 2.00" Spacers (shown in red)

(3) 1.40" Spacers (shown in blue)

(1) 3.91" Spacer (shown in purple)

(2) 0.66" Spacers (shown in green*)

(1) 0.30" Spacer (shown in yellow*)

*Note 0.66” & 0.30” spacers go between
outer bracket and power steering pump
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Bracket Mounting Bolts
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Questions? Please contact your Performance World Dealer or e-mail us at sales@performance-world.com



Some installation notes:

1) Kit can be used with solid power steering pulleys, but will be extremely difficult to tighten the bolts.

2) The lower 30mm flange bolt that aftaches the outer bracket to the power steering pump can be
difficult fo install with the pulley pressed on 1o the pump. We suggest when installing the pump, start
with this bolt as the pump can be moved/rotated to allow the bolf to e threaded in.

3) Check hood clearance on all applications.

4) This kit will not fit with AD244 alternator and aftermarket cylinder heads with raised valve cover rails.

5) Check alternator clearance if using taller aftermarket valve covers.

6) This kit will not work with up and forward turbo headers.

7) M10 bolts torque to 35 ft/lbs.
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