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PW PRCI-_SERIES
Connecting Rods

Thank you for choosing PW Pro-Series Forged |I-Beam Connecting Rods. These rods are stronger and
lighter than most H-Beam connecting rods. Following these simple instructions will provide you with
years of frouble-free service. Bolt torque and/or bolt stretch is critical to proper installation.

1) Disassemble and thoroughly clean the connecting rods. Each cap is sized and marked 1o it’s
specific mate so keep them organized. Use a felt marker to assist if additional identifying marks are
required.

2) Each connecting rod set is supplied with a 0.50z pack of ARP #100-9908 Ultra Moly Lube.
Lubricate under the head and the threads of each bolt with this lube. The specifications below are
when ARP lube is used. Using any other lubricant will change the torque specs so the bolt stretch
method must be used. Do not use threadlocker.

3) Seat each cap on it's respective rod by aligning and lightly tapping into place.
Tighten bolts evenly.

4) PW Pro-Series Connecting Rods are supplied with 7/16" OptiTorque TorgueMaster HSLA connecting
rod bolts. These are a “step up” from the standard “8740" bolts used by most other brands.

Torque Specifications: All applications - 75 ft/lbs should result around .006" stretch. OptiTorque
recommends .0055"-.0070" bolt stretch.

It s a good practice fo log rod bolf lengths at each assembly and feardown to e used as a
reference for bolt replacement if required. Any increase in length >.001" or any thread deformation
warrants replacement. Avoid handling “dry” bolts with bare hands to deter corrosion. Use gloves and
handle by the bolt head.
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Questions? Please contact your Performance World Dealer or e-mail us at sales@performance-world.com



	Page 1

