=720 Installation

Instructions
EFI Fuel Pump Regulator (644300 & 644306)

Thank you for your purchase! Follow these simple instructions for a hassle-free installation. If you are unsure
about installing your new regulator, please consult a qualified technician at your preferred repair shop.

These regulators use ORB thread inlets, outlets and returns. ORB threads DO NOT require sealant and are
NQOT the same as pipe thread. Use only O-ring style fittings such as our 9200606 (6AN to 6AN ORB) or
2201010 (10AN to 10AN ORB). Other sizes/combinations are available.

(The only fitting that requires sealant is the 1/8"NPT fuel pressure port as it is pipe thread)

The 644300/306 is also equipped with a boost/vacuum reference port. It will raise fuel pressure at a 1:1 ratio
for turbocharged or supercharged applications, and reduce pressure under vacuum situations. If it is not
used, DO NOT plug the port.

1) Find a suitable location for mounting the regulator using the supplied bracket.

2) These regulators have two inlets (one on each side) and one return (on the bottom). Install fittings as
required (not included). See list of PW part numbers below.

3) These regulators can be mounted before the rail (any OE return from the rail (if applicable) must be
blocked), or after the rail using one or both inlets depending on configuration. The return must retumn to the
top of the fuel tank. Use our PW#549006 retum fitting if you need.

4) Once installed, if desired, attach a fuel pressure gauge (0-100psi) using thread sealant to the 1/8"NPT
port on the front side of the regulator. (PW#’'s 5700, 53008, 5300S or 5300W for example)

5) Before starting the vehicle, turn the ignition “on”, and check for any leaks and 1o set the base fuel pressure.
The regulator is adjusted by loosening the lock nut on the top and turning the allen head screw.

Clockwise increases pressure, while counter-clockwise reduces pressure. Tighten the lock nut after all
adjustments. Most OE systems are set at 43PSI without the vacuum port connected. If you are not using the
vacuum port, do NOT plug the port, leave it open. The regulator will adjust from 40-75PSI (644300) or
25-95psi (644306) depending on the output of your fuel pump.

6) After following the above instructions, double check all hose connections. Check your fuel pressure and
adjust if necessary.
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All Performance World fuel pumps and regulators carry a One Year Limited Warranty. Check our website
for full details at www.perforrnance-world.com. If you need further technical advice, feel free to contact us
at sales@performance-world.com or see the Performance World Dealer where your pump was purchased.

Thank you for choosing Performance World!
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