Instructions
Universal Air/0il Separators (85100 & 89200)

Thank you for your purchase! Follow these simple instructions for a hassle-free installation. If you are unsure
about installing your new oil separator, please consult a qualified technician at your preferred repair shop.

The 85100 and 85200 oil catch cans use -10AN ORB threads (7/8"-14) for inlet and outlet. Ensure you have
the fittings to complete your installation before starting.

1) Find a location away from hot engine components where the unit can be installed in an upright position
with easy access to drain or check for oil level.

2) Remove the protective plugs on the -10AN ports taking care not to pull out the stainless media in the top
(inlet) port of the catch can. The side port is the outlet. Install the adapter fittings (not included). Connect
hoses as required on your specific application.

3) To check oil level, use the threaded dipstick on the top of the unit. Oil can be drained by unscrewing the
bottom of the can, or optionally using the allen head -4AN drain plug on the bottom. If desired, a drain line
(not included) could be attached to the port on the bottom to facilitate draining af a remote location.

4) If the stainless media becomes clogged or dirty, it can be easily cleaned using solvent or hot soapy
water,

D‘pSﬁC\i Inlet (eg. from PCV)

l

Ouflet &—
(fo vacuum source -
eqQ. infake manifold)

Drain



	Page 1

